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Palletizer for wood-briquets, wood pellets , peat bale  
capacities :   420 bunches/h  /  600 – 700 sacks/h    / 550 bales /h 

 

Niedriger Zulauf ( low inlet ) 
Platzsparend ( space saving ) 
Ohne Kompromisse ( without compromise ) 

 
 

Siemensstrasse 7 
D-92521 Schwarzenfeld 
Telefon: 0 94 35–54 18-0 
Telefax:  0 94 35-54 18-19 
www.wiko-piehler.de 
Email: VK@wiko-piehler.de  

 
 
The PIKOMAT NDL-PO Multi  is a compact-palletizer meeting different requirements. 
Independent of branch all bags, cartons , bunches, even problematic products will be  
palletized gently and precisely and in combination. 
 
The Pikomat NDL-PO Multi handles as fully automatic machine two different 
products isochronously. Incoming products will be collected layerwisely and 
transfered to the loading terminal for palletizing. After stacking is finished the pallet 
will be carried to the full palllet transport pure of sort.   
 
The NDL-PO Multi will be delivered ready to use and product tested. 
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capacity :  
600 – 700 sacks/h woodpellets  
pattern of 6 er / 11 layers 
Stackhight ca. 1800 mm (variable) 
 
420 bunches/h wood-briquet-bundles 
pattern of 8 / 6  2 layers 
Stackhight ca. 1400 mm (variable) 
 
 
Pallets: 
Euro: 1200 x 800 mm 
Industry 1200 x 1000 mm 
semipallet 600 x 800 mm    Drehstern PIKOMAT-NDL Portal 
 
bag-turn: 
90° left / right-  180° 
Multi shift operation 
 
control:  

·  Siemens S7 
·  Touch-Screen Display 
·  All stacking pattern are adjustable individually 
·  40 programs 
·  plain-text-information of product data   

and faults 
features:  
 

·  fully automatic operation   
·  Perfect stackgeometry  

even for problematic products 
·  hight of inlet 900 mm 
·  bag-turn 90° left/right; 180° 
·  calibration layerwise 
·  current demand: ca. 6 KW 

   

examples for stack-pattern: 
 
 
 
 
 
 

 
 

      
 
 

We plan, supply and install your complete plant. Self-evidently our costumer service 
attends you, also after the initiation. 
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Forming layers  wood-briquets 
 

 
variant of assembly: 
 
 

 
 

 

Palletmagazine , standard 2 magazines each 20 
empty pallets, with guidances positive centering 
before detaching, direct switch panel for manual 
actuated single movements  

Bagturner  with  flap s, without compressed air, 
frequency controlled, automatic broadth-adjus 
tment of flaps. 90 ° left, right, 180° turn exactly ,  
drives above, turns as well as transfer movements 

Full pallet outlet stacking on gaps, for an 
exact stack-geometry 

Partial laye r 
Pellets in sacks 

 
Stabil frame construction 


